Specifications

Productskus
CSE- .
739]- e SuperChassis 7321-500B
500B

FormFactor
e Mid-tower chassis support for max. motherboard size - 12" x 13" E-ATX, 12"
x 10" ATX and 9.6" x 9.6" Micro-ATX
e Dual, single Intel® / AMD processors

| Dimensions
Height 16.7" (424 mm)
Width e 7.6"(193 mm)
Depth 20.68" (525 mm)
Net « 28Ibs (12.7 kg)
Weight
Gross o 30Ibs (13.61 kg)
Weight

Packaginge 21.38" (543 mm) x 11.97"
(WxHx (304 mm) x 25.28" (642 mm)
L)

Available « Black

Color

Expansion Slots

o 7 full-height & full-length expansion slot(s)

Drive Bays

Motherboard (for CSE- 7321-500B)

X9DRL-3F X9DRL-iF
X9SRi X9SRi-3F
X9SRH-7F X9SRH-7TF
X9SCM-iiF H8DCL-6
H8DCL-6F H8DCL-i
H8DCL-F X9SRi-F
X9SCV-Q X9SCL
X9SCL-F X9SCL+-F
X9SCM X9SCM-F
X9SCI-LN4 X9SCA
X9SCA-F X9DRL-7F
X9DRL-EF X10SLQ
X10SL7-F X10SLM+-LN4F
X10SLM+-F X10SLH-F
X10SLM-F X10SLL-F
X10SLL-S X10SLL-SF
X10SLA-F X10SLL+-F
X10SLQ-L X10DRL-i
X10SLX-F X10SRL-F
X10SRi-F X10SRH-CF
X10SRH-CLN4F X10DRL-CT
X10DRL-T X10DRL-C
X11SSH-F X11SSH-LN4F
X11SSA-F X11SSL-F
X11SSL X11SSM-F
X11SSM X11SsQ
X10DRL-LN4 X11SSQ-L

e 1 x12cm rear exhaust fan(s)

Fans

e Optional 1 x 12cm (front)
cooling fan

o 4 x3.5" fixed drive bay
o Optional 4 x 2.5" fixed drive bay

Peripheral Drives

Operating Environment (System)

Operating .
Temperature
Range

5°C - 35°C (41°F - 95°F)




e 2 xstandard 5.25" drive bay
e 1x3.5"internal fixed drive bay

Buttons ° Power On/Off button
e 1 Network Activity LEDs
o HDD activity LED
LEDs « Power Status LED
o System Overheat LED
Ports 2x USB 2.0 Port(s)

Non- 0 0 °
Operating -40 oC -70°C (-40°F -
158°F)
Temperature
Range
Operating 8% - 90% (non-
Humidity condensing)
Range
Non-
Operating « 5% -95% (non-
Relative condensing)
Humidity
Range
PS2/ATX 500W Multi-output power supply with 12CM fan, Bronze level
Power « 88%
Efficiency
B‘l’;‘ta'ut 500W with Input 100 -
P 240Vac
Power and
Input
ACInput « 50-60Hz
Frequency
Dimensions « 140 x 150 x 86 mm
(LxW x H)
Output e 24pin ATX
Type
12V o Max: 0.5A / Min: OA
e Max: 17A/ Min: 1A
(100Vac - 240Vac)
« Max: 17A (100Vac -
240Vac)
+12V « Max: 17A (100Vac -
240Vac)
« Max: 18A (100Vac -
240Vac)
+5V o Max: 20A / Min: 0.5A

+3.3V

Max: 15A / Min: 0.5A



+5Vsb ¢ Max: 3A/ Min: OA

Certification
. Bronze Certified

Regulatory (Power Supply)

CE/EMC

gzwelr e FCCclass B

Safelz Y« TuvCB

EMG y . uL/cuL

Components
Standard Parts List
Part Number Qty Description

Cable(S) CBL-0071L 1 CBL,FRONT CNTL,16 TO 16 PIN,RA,RND TUBE,75CM,28AWG
Cable(S) CBL-0084L 1 CBL,FRONT CNTL,SPLIT,16 PIN,W/CONVERTER HEAD,15CM,26AWG
Cable(S) CBL-0160L 1 NEMAS5-15P to C13 US power cord 16AWG 6ft, PBF (default for high watt)
Fan(s) FAN-0124L4 1 12 CM x12 CM fan
Front Bezel MCP-210-73201-0B 1 Black SC732i Front IO Dummy Cover
Front Panel MCP-280-73101-0B 1 Black SC731i Plastic Front Control Panel Assembly
Drive Tray(s) MCP-220-73101-0B 4 SC731 Tool-less Internal 3.5inch HDD Tray
Power Supply & Accessory PWS-502-PQ 1 PS2 ATX 500W MULTI-OUTPUT HI-EFF PWS

Optional Parts List

Part Number Qty Description
Heatsink / Retention N/A - Please refer to our Thermal Components Matrix
2.5" HDD Bracket MCP-220-73201-0N - HDD Cage (4x Internal 2.5" fixed HDD bays)
Fan Kit FAN-0124L4 - 12 CM x12 CM fan
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